
Code MatChing & tone SeleCtion
entering learning mode
Press and hold the ‘Learn-
ing’ button for 3 seconds. 
The LED #1 will flash indi-
cating that zone 1 is ready 
to be programmed. To pro-
gram zones 2-4, press the 
‘Learning’ button again to 
cycle through each zone. 
Then press the ‘Melody’ button to select one of 18 melodies/tones.Then 
activate the transmitter to learn the new code.

Cancelling the zone indicator
When you open the mailbox press the ‘reset’ button on the sensor to de-
activate the zone indicator on the receiver. You can also press the ‘reset’ 
button on the back of the receiver to deactivate the zone indicator. After 
pressing the ‘reset’ button on the sensor the sensor will not send another 
signal for five seconds.

Changing the preset code on the sensor
In the unlikely event that you experience interference issues with mul-
tiple sensors you can change the preset code on the transmitter. Remove 
the battery from the sensor and then re-install the battery while holding 
down the ‘reset’ button for five seconds. The LED will flash five times and 
a new code will be generated. You will then need to go through the code 
matching process again.

Reset button
Pressing the ‘Reset’ button will stop the chime and light after the unit has 
been activated.

optional WiRing & Setting of Relay
note: this section only applies if you are wiring 
accessories to the door chime.

Relay output control
Slide the switch to the ‘On’ position to activate the relay 
when zone 4 receives a trigger signal. Slide the switch to 
the ‘Off’ position to deactivate the relay.
output duration switch
Slide the switch to the ‘2’ position for a 2 second activation 
and  the ‘5’ position for a 5 second activation when zone 4 
receives a trigger signal.

paRtS & funCtion

Chime

Mailbox alert

When mailbox door is open,
arrow MUST be in the red zone.

poWeR
Chime

Mailbox alert             Using a small
  screwdriver, press the    
           lever and insert the wire inside the hole.
           Then release the lever to hold the wire.

1. Attach the sensor to the door of any top or button hinged mailbox with 
the double sided tape.
2. Adjust the sensor wheel so that the pointer is in the red area when the 
mailbox is opened.
3. When the mailbox is opened, a signal will be sent to the receiver and 
the tune will sound and the corresponding zone indicator will light.

Mounting

            Chime

Mailbox alert

MBa-1000 MailBox aleRt inStRuCtionS

Contact dakota alert:
32556 e Main St. 

elk point, Sd 57025
ph: 605.356.2772

www.dakotaalert.com

WARNING: This device complies with Part 15 of the FCC rules, Operation of this device is subject to the following conditions: 1. This device may not cause 
harmful interference. 2. This device must accept any interference, including interference that may cause undesired operation.




